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8.219 Network configuration settings

A

The unit can be controlled and managed through the MSmartHome App via a Wi-Fi module bult into the
HMI, which provides various features.

CAUTION
Before connecting the WLAN, check that the building’s router is switched on and the HMI is in a position to
receive the wireless signal well. The router must have a 2.4GHz bandwidth.

Itis advisable not to connect more than 10 units to one router, as the network signal may be too weak or
unstable.

NOTE

Itis advised against using special characters (e.g. punctuation, spaces, etc) in the WLAN name. f the router
or network password is changed, it may be necessary to delete the units linked to the App and pair them
again. The appearance and functions of the App may differ from how they are in this document depending
on the release of post-publication updates.

To activate management via the App from a smartphone or tablet, follow this procedure:

©On a smartphone:
The App is available for Android and I0S systems and can be downloaded from the respective App Stores.

Download and install the App on the device that will control the unit.

NOTE
For quick access to the App download page, scan this GR code
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Sign up/Log in

Open the App and create a new account on the home page or log in:
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Fig. 107
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Adding a device and a Wi-Fi network
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On the unit:
Activating the unit's Wi-Fi module
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©On a smartphone:
Connecting to the Wi-Fi network

Fig. 110

Management via the App
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Fig. 1M1
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NOTE
Ifthe connection fails, reset the settings and repeat the procedure.

Fig. 112





